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NORMAL LOADING MAXIMUM GENERAL INFORMATION 
Spacing Between Axles Normal Loadings when Seasonal Load Limitations are Not in 

Force 
Seasonal Load Limitations 

(Speed Limit 35 mph) 

 Vehicles Exceeding 
80,000 lbs. 

Gross Weight 

Vehicles 80,000 lbs. 
(Or under) Bridge 

Formula Gross Weight 

Rigid 
(25% Reduction) 

 

Flexible 
(35% Reduction) 

 
9' or over  
*normal loading 

18,000 lbs. 20,000 lbs. 13,500 lbs. 11,700 lbs. 
 

3 1/2' or more but less than 9' 
*normal loading 

13,000 lbs. 13,000 lbs. 9,750 lbs. 8,450 lbs. 

When part of a tandem axle 
assembly  
*on designated routes only 

*16,000 lbs. 34,000 lbs. on tandem 12,000 lbs. 10,400 lbs. 
 

When less than 3 1/2' *normal 
loading 

9,000 lbs. 9,000 lbs. 6,750 lbs. 5,850 lbs. 

Maximum load on any 
wheel shall not exceed 
(pounds per inch of tire 
width) 

700 lbs. 700 lbs. 525 lbs. 450 lbs. 
 

*On any legal combination of vehicles, only 1 tandem axle assembly shall be permitted at the gross weight of 16,000 lbs. per axle and no other tandem axle 
assembly in such combination of vehicles should exceed a gross weight of 13,000 lbs. per axle. On a combination of truck tractor and semi-trailer not having 
more than 5 axles, load, 2 tandem axle assemblies shall be permitted at a gross weight of 16,000 lbs. per axle, if there is no other axle within 9' feet of any axle 
of the assembly. 
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State frost law information

800-787-8960 or 517-373-6256

www.micountyroads.org

It is your responsibility to be aware of frost 

law restrictions along with county and  

city weight limits.

MICHIGAN WEIGHT AND AXLE LOAD LIMITS
Frost Law Restrictions
When spring weight restrictions are in effect on frost-restricted routes, both county roads 
and State trunklines may have restrictions imposed.  State trunkline highways typically 
carry M, I or US designations.  Axle loadings are reduced by 25 percent on rigid-based 
(concrete pavement) roads and 35 percent on flexible-based (asphalt) roads.  Most restricted 
state highways and county roads reduce axle loading by 35 percent. The MDOT truck map 
designates routes as "All Season Routes" or as "Seasonal" routes with weight restrictions, 
and may be obtained from the MDOT site:  www.michigan.gov/truckers.  Speed limits on 
frost restricted routes are reduced to 35 mph for every vehicle with a gross weight of 10,000 
pounds or more.

The state transportation department and each local authority with highways and streets 
under its jurisdicatoin to which the seasonal restrictions prescribed under this subsection 
apply shall post all of the following information on the homepage of its website or, if a local 
authority does not have a website, then on the website of a statewide road association of 
which it is a member:

(a) The dates when the seasonal restructions are in effect.

(b) The names of the highways and streets and portions of highways and streets to which the 
seasonal restrictions apply.

County and City Weight Limits
Allowable axle weights on local roadways can be set by local authorities.  This information can 
be found in the Michigan Motor Vehicle Code Act 300, Section 257.726. The limitation of 700 
lbs. per inch of tire width still applies. “Access” to/from state or federal highways on local 
roadways cannot be assumed. Local jurisdictions also apply width and length limitations to 
their roadways and retain the authority to issue or deny special permits. 

You should contact the appropriate jurisdiction for specific information prior to 
movements upon local roadways. 
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(2) 		      12,000		  34,000 (for tandem)				         34,000 (for tandem)

(1) 

  *

Example (1) On a combination of truck-tractor and semitrailer having not more than 5 axles, 2 
consecutive tandem axle assemblies shall be permitted on the designated highways at a gross 
permissible weight of 16,000 pounds per axle, if there is no other axle within 9 feet of any axle 
of the assembly.  (This configuration is allowable on interstates and designated highways in 
Michigan.)  If an additional axle were to be added between the two tandems, only one of the 
tandems (drives or trailer) would be allowed 16,000 pounds per axle.  The other tandem would 
be limited to 13,000 pounds per axle.
*Steering axle weights can be a maximum of 18,000 lbs. (11,700 frost restriction) if equipped 
with high pressure pneumatic or balloon tires.

Example (2) is the bridge formula for interstate highways when the gross vehicle weight is 
80,000 pounds or less and the distance between the center of the two tandem assemblies is 
36 feet or more. State and local authorities may allow these weights on highways or sections 
of highways under their jurisdictions.

When determining your allowable axle weight shown on pages 32-36, under Michigan law you 
must also be in compliance with federal regulations which prohibit you from exceeding your 
tire ratings.  Although Michigan law allows for these weights, your tire rating may restrict you 
to a lower weight.

MICHIGAN WEIGHT AND AXLE LOAD LIMITS

DESIGNATED 
Loading

Sectio
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.
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MICHIGAN WEIGHT AND AXLE LOAD LIMITS
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.

DESIGNATED Loading
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MICHIGAN WEIGHT AND AXLE LOAD LIMITS

DESIGNATED Loading

DESIGNATED Loading
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.
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MICHIGAN WEIGHT AND AXLE LOAD LIMITS

DESIGNATED Loading

DESIGNATED Loading

DESIGNATED Loading

DESIGNATED Loading
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.
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MICHIGAN WEIGHT AND AXLE LOAD LIMITS

DESIGNATED Loading

DESIGNATED

DESIGNATED

DESIGNATED Loading

DESIGNATED Loading
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.
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(Less than 42”)

MICHIGAN WEIGHT AND AXLE LOAD LIMITS

DESIGNATED Loading

DESIGNATED Loading

DESIGNATED Loading
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Pages (38-43) are Examples ONLY of designated load maximums; 
frost law restrictions shown are at the 35 percent reduction.

• �Steering axle weights shown on pages 39-43 are  
based on 11:00 series tires.

• �Steering axle weights can be a maximum of 18,000 lbs.  
(11,700 frost restriction) if equipped with high pressure 
pneumatic or balloon tires.

Although these are legal weights, it is an equipment 
violation to exceed the manufacturer’s displayed load 

rating on any tire.
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The Bridge Gross Weight Formula was developed to prevent stress to highway bridges caused 
by heavy trucks. The formula provides a standard to control the spacing of truck axles and 
weight on those axles. Vehicles with a gross weight of 80,000 pounds or less may be eligible 
for increased weights using the Bridge Gross Weight Formula. Vehicles exceeding a gross 
weight of 80,000 pounds or the gross weight calculated using the Bridge Weight Formula are 
not eligible for bridge weights.

The Bridge Gross Weight Formula allows:
• 20,000 pounds for a single axle
• 34,000 pounds for a tandem axle group

The weight of other axle groups would be determined using the Bridge Gross Weight Formula.

A Bridge Gross Weight Formula chart is provided on page 41 of the Truck Driver’s 
Guidebook. The chart is an easy means of determining permissible gross loads for 
vehicles in regular operation.

When using the formula chart:

Bridge Gross Weight Formula

W = 500
LN
N-1 + 12N + 36 

W =	The maximum weight in pounds that can be carried  
	 on a group of two or more axles to the nearest  
	 500 pounds

L =	 The spacing in feet between the outer axles of any 
	  two or more consecutive axles

N =	 The number of axles being considered

Measure the axle spacing from first to last axle in the combination.

Use the bridge gross weight formula chart to determine the gross vehicle weight.

This is the maximum allowable gross vehicle weight. Measure the axle group spacing.

Use the bridge gross weight formula to determine axle group weights.

This is the maximum allowable gross vehicle weight for the group.

All groups must be legal.

Sectio
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Bridge Gross Weight Formula

*** The bridge formula allows up to 20,000 lbs. per single axle, if the vehicle is equipped with 
large enough tires. Steering axle weights will vary depending on the gross weight of the vehicle.

This vehicle has a bridge of 14’. Using the B/F chart, check the distance of 14’ for two axles, 
finding a gross weight of 40,000 lbs. If this vehicle exceeds the formula weight of 40,000 lbs.,  
the vehicle does not qualify for the bridge formula so only designated weights would apply.

This vehicle has a bridge of 24’ between axles 1 and 3. Using the B/F chart, this vehicle would 
be allowed a gross weight of 54,000 lbs. If this vehicle exceeds the B/F gross weight of 54,000 
lbs., the vehicle does not qualify for the bridge formula so only designated weights would apply.

This vehicle has a bridge of 21’ between axles 1 and 4. Using the B/F chart, this vehicle would 
be allowed a gross weight of 56,000 lbs. If this vehicle exceeds the B/F gross weight of 56,000 
lbs., the vehicle does not qualify for the bridge formula so only designated weights would 
apply. The group bridge between axles 2 and 4 is 8’. Using the B/F chart, 8’ would give this 
group 34,000 lbs. when designated loading is 13,000 lbs. per axle or 39,000 lbs. for the group 
— AXLE WEIGHTS WILL NOT BE LOWERED ANY LESS THAN DESIGNATED WEIGHTS. If the 
bridge between axles 2 and 4 was 9’, the group weight would be 42,500 lbs.
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Bridge Gross Weight Formula

This combination has a bridge of 34’ between axles 1 and 3. Using the B/F chart, this combination 
would be allowed a gross weight of 60,000 lbs. If this combination exceeds the B/F gross of 
60,000 lbs., the combination would not qualify for bridge formula weights so only designated 
weights would apply (up to 18,000 lbs. on a single axle with proper tire size).

This combination has a bridge of 48’ between axles 1 and 4. Using the B/F chart, this combination 
would be allowed a gross weight of 74,000 lbs. If the combination exceeds the B/F gross of 74,000 
lbs., it would not qualify for bridge formula weights so only designated weights would apply (up to 
18,000 lbs. on a single axle/16,000 lbs. for each axle on the tandem, with proper tire sizes).

This combination has a bridge of 68’ between axles 1 and 5. Using the B/F chart, this 
combination would be allowed a gross weight of 80,000 lbs. because the B/F only allows 
vehicles up to 80,000 lbs. If this combination does not exceed 80,000 lbs., single axles will 
be allowed 20,000 lbs. each. It should be noted that designated loading for this combination 
would exceed the B/F weights with up to 18,000 lbs. per single axle (with proper tire sizes) for a 
possible gross weight of 86,000 lbs. (14,000 lbs. on the steering axle).

*** The bridge formula allows up to 20,000 lbs. per single axle, if the vehicle is equipped with 
large enough tires. Steering axle weights will vary depending on the gross weight of the vehicle.
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Bridge Gross Weight Formula

This 5 axle tandem tandem has an outer bridge of 54’ (distance between axles 1 and 5). Using the 
B/F, this tandem tandem would be allowed 81,500 lbs. But, the B/F only allows vehicles up to a 
gross weight of 80,000 lbs. If this 5 axle tandem tandem exceeds 80,000 lbs. gross weight, it 
would be in violation. The inner bridge on this tandem tandem is 42’ (distance between axles 
2 and 5). Using the B/F, this group of axles would be allowed a group weight of 70,000 lbs. 
However, if the group weight exceeds 68,000 lbs., it would be in violation because each tandem is 
only allowed 34,000 lbs.

This 5 axle tandem tandem has an outer bridge of 46’ (distance between axles 1 and 5). Using 
the B/F, this tandem tandem would be allowed a gross weight of 76,500 lbs. If this combination 
exceeds the gross weight of 76,500 lbs., it would be in violation. Also, the inner bridge on this 
vehicle is 36’ (distance between axles 2 and 5). Using the B/F, this group of axles would be 
allowed a group weight of 66,000 lbs. If this group exceeds the weight of 66,000 lbs., the group 
would be in violation.

*** The bridge formula allows up to 20,000 lbs. per single axle, if the vehicle is 
equipped with large enough tires. Steering axle weights will vary depending on the gross 
weight of the vehicle.
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TIRE SIZE WIDTH 2 4
225/70R19.5 8.90 12460 24920
305/70R19.5 12.01 16814 33628
245/75BD22.5 9.76 13664 27328
285-75BD24.5 11.14 15596 31192
295/75R22.5 11.73 16422 32844
8 - 22.5 8.00 11200 22400
11 - 22.5 11.00 15400 30800
12 - 22.5 11.80 16520 33040
9R22.5 9.00 12600 25200
11R24.5 11.00 15400 30800
14 - 17.5 13.75 19250 38500
16.5 - 19.5 16.75 23450 46900
18 - 22.5 18.00 25200 50400
15R19.5 15.30 21420 42840
16.5R22.5 16.75 23450 46900
19.5R19.5 19.50 27300 54600
7.5- 20 8.45 11830 23660
9.00 - 15TR 10.20 14280 28560
10.00 - 20 10.95 15330 30660
11.00 - 20 11.55 16170 32340
12.00 - 20 12.40 17360 34720
7.50R20 8.45 11830 23660
9.00R15TR 10.20 14280 28560
10.00R20 10.95 15330 30660
11.00R20 11.55 16170 32340
12.00R20 12.40 17360 34720

NUMBER OF TIRES

S/Hwy1REUtil/TransportPermits/Standard Business 
Doucuments/Maximum Axle Loadings

TIRES FOR TRUCKS, BUSES, AND TRAILERS
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S/Hwy1REUtil/TransportPermits/Standard Business 
Documents/Maximum Axle loadings

TIRE SIZE WIDTH 2 4
11.50R20 11.65 16310 32620
13 - 22.5 12.9 18060 36120
13.00 - 20 13.4 18760 37520
13.00R20 13.4 18760 37520
16.00R20.21 17.25 24150 48300
425/65R22.5 16.61 23254 46508
245/70R17.5 9.76 13664 27328
255/70R22.5 10.04 14056 28112
265/75BD22.5 10.31 14434 28868
245/75R22.5 9.76 13664 27328
285/75R24.5 11.14 15596 31192
9 - 22.5 9.00 12600 25200
11 - 24.5 11.00 15400 30800
8R19.5 8.00 11200 22400
10R22.5 10..00 14000 28000
12R22.5 11.80 16520 33040
15 - 19.5 15.30 21420 42840
16.5 - 22.5 16.75 23450 46900

NUMBER OF TIRES

S/Hwy1REUtil/TransportPermits/Standard Business 
Doucuments/Maximum Axle Loadings

TIRES FOR TRUCKS, BUSES, AND TRAILERS
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TIRE SIZE WIDTH 2 4
11.50R20 11.65 16310 32620
13 - 22.5 12.9 18060 36120
13.00 - 20 13.4 18760 37520
13.00R20 13.4 18760 37520
16.00R20.21 17.25 24150 48300
425/65R22.5 16.61 23254 46508
245/70R17.5 9.76 13664 27328
255/70R22.5 10.04 14056 28112
265/75BD22.5 10.31 14434 28868
245/75R22.5 9.76 13664 27328
285/75R24.5 11.14 15596 31192
9 - 22.5 9.00 12600 25200
11 - 24.5 11.00 15400 30800
8R19.5 8.00 11200 22400
10R22.5 10..00 14000 28000
12R22.5 11.80 16520 33040
15 - 19.5 15.30 21420 42840
16.5 - 22.5 16.75 23450 46900

NUMBER OF TIRES

S/Hwy1REUtil/TransportPermits/Standard Business 
Doucuments/Maximum Axle Loadings

TIRES FOR TRUCKS, BUSES, AND TRAILERS
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Any motor carrier operating a CMV [as defined in FMCSR 390.5] in INTERSTATE 
commerce is required to obtain a USDOT number.  Michigan motor carriers 
operating INTRASTATE are required to obtain a USDOT number if the CMV requires 
a commercial driver’s license [CDL] to operate. The USDOT number is a motor 
carrier identification number issued by the USDOT. This number, along with the 
motor carrier's business name, must be displayed on both sides of the truck, truck 
tractor or passenger vehicle, preceded by the letters 'USDOT'. DOT#’s 800-832-
5660

Interstate motor carriers may apply for the USDOT number through FMCSA via 
online at www.fmcsa.dot.gov or by telephone at 517-853-5990 x 101.  A weblink ‘Get 
Your USDOT Number’ is also available on the MTA Center for Truck Safety website:  
www.truckingsafety.org.

Michigan intrastate carriers operating CDL vehicles may contact the Commercial 
Vehicle Enforcement Division at 517-284-3250, for UCR and DOT information.

GETTING AND DISPLAYING A DOT NUMBER

Se
ct

io
n 

IV



53

GETTING AND DISPLAYING A DOT NUMBER
How the USDOT Number is registered and what is required for Michigan 
INTRASTATE Authority
MICHIGAN BASED INTRASTATE USDOT
For-Hire Carriers having NO Interstate Authority — HHG, General Commodities, and towing
If the driver/vehicle is transporting property at the time of the stop, the driver must have:
a.	 A valid copy of a Certificate of Authority issued to the motor carrier.
b.	 A current CVED cab card for that specific vehicle.
c.	 Two permanentlu attached CFED decals. One on each side of the vehicle.
d.	 CVED authority number must be displayed in 1 1/2 inch letters.
e.	 Above listed items b, c, and d are not required if the vchicle is operating under a 72-hour 
	 permit or a Letter of Temorary Authority, MUST have copy of temporary authority or  
	 72-hour permit in vehicle.

MICHIGAN BASED INTERSTATE USDOT
For-Hire Carriers, with Interstate Authority — NOT transporting HHG and NOT conducting non-
consensual Towing operating Intrastate
If the driver/vehicle is transporting property at the time of the stop, the driver must have:
a.	 Up-to-date paid Unified Carrier Registraion (UCR) fees.
b.	 Valid interstatew operating authority.
c.	 A valid copy of a Certifricate of Authority issued to the motor carrier.
d.	 CVED authority number must be displayed in 1 1/2 inch letters.
e.	 Decals are NOT required.

OUT-OF-STATE INTERSTATE USDOT
For-Hire Carriers with Interstate Authority — Not transporting HHG and NOT conducting non-
consensual towing operating Intrastate
If the driver/vehicle is transporting property at the time of the stop, the driver must have:
a.	 Up-to-date paid Unified Carrier Registration (UCR) fees.
b.	 Valid interstate operating authority.
c.	 A valid copy of a Certificate of Authority issued to the motor carrier.
d.	 CVED authority number must be displayed in 1 1/2 inch letters.
e.	 Decals are NOT required.

MICHIGAN BASED OR OUT-OF-STATE USDOT
For-Hire Carrier with OR without Interstate Authority — All HHG, and All non-consensual tow 
operations
If the driver/vehicle is transporting property at the time of the stop, the driver must have:
a.	 A valid copy of a Certificate of Authority issued to the motor carrier.
b.	 A current CVED cab card for that specific vehicle.
c.	 Two permanently attached CVED decals. One on each side of the vehicle.
d.	 CVED authority number must be displayed in 1 1/2 inch letters.
e.	 Above listed items b, c, and d are not required if the vchicle is operating under a 72-hour 
	 permit or a Letter of Temorary Authority, MUST have copy of temporary authority or  
	 72-hour permit in vehicle.

USDOT OPERATION

Sectio
n IV



54

COMPLIANCE * SAFETY * ACCOUNTABILITY (CSA)
CSA is a program to help FMCSA and its State Partners have a greater impact on safety 
behavior of more motor carriers and drivers.  It uses improved data to identify high-risk 
motor carriers and drivers, and apply a wider range of intervention methods to reduce risks 
and behaviors.  The program is directed at motor carriers that are required to register with 
FMCSA and display a USDOT number.  

CSA evaluates and measures driver and vehicle data gathered during roadside inspections.  
The data identifies 7 compliance categories: unsafe driving, hours of service, driver fitness, 
controlled substance and alcohol, vehicle maintenance (including cargo securement), 
hazardous materials and crash indicators.  Carriers are 
assessed points for violations in the 7 categories which 
are then entered onto a carrier’s profile. Log into FMCSA 
system to update information and review data and 
violations.  

Carriers having similar numbers of inspections are 
grouped together and evaluated.  Each carrier in the group is ranked from 0 -100%.  A 
percentile of 100% indicates the worst carrier performance.  Carriers with a ranking 
indicating severe noncompliance and/or a high risk to safety will be notified that some type 
of intervention is imminent.

Motor carriers can access their online CSA profile through the FMCSA’s Safety Management 
System (SMS) webpage at http://csa.fmcsa.dot.gov.  This online information is also available 
to the motor carrier industry and the general public, at large.
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TELEPHONE NUMBERS

Attorney General 
Consumer Protection
517-373-1140

Department of Treasury
Fuel Tax Permits (IFTA)
517-636-4580

Michigan Department of
Environmental Quality
Hazardous Waste
586-494-5091
517-284-6860

DEQ - Environmental
Assistance Center
800-662-9278

Michigan Department of 
State Police
Commercial Vehicle 
Enforcement Division  
517-284-3250

Interstate & Intrastate 
Authority
517-284-3250

Medical Waiver Board
517-284-3250 Option 2

Michigan Secretary 
of State 
Information Center 
517-322-1460
888-767-6424

IRP 517-355-6119

CDL Help Line
517-636-7474

Michigan Department of 
Transportation 
Oversize Permits
517-241-8999

State Frost Law Information 
800-787-8960

Michigan Department of  
Licensing and Regulatory 
Affairs (LARA)
LOGO Registration 
517-241-6470

Passenger Transportation 
517-241-9221

Labor
MIOSHA Enforcement 
800-866-4674

Liquor Control
866-813-0011

Internal Revenue Service 
Highway Users Tax

800-829-4933 
(Indian Tribal Gov)

800-829-1040 
(Main)

866-699-4096 
(Trucking Tax Center) 

U.S. Department of 
Transportation/FMCSA
FMCSA HELP LINE - 
ELD Info, DOT Numbers

800-832-5600
FMCSA Portal Help
800-832-5660 

Michigan Division Interstate 
Safety
517-853-5990

Hazmat Endorsement 
Threat Assessment 
Program (fingerprint-based 
background check) 
877-429-7746
855-347-8371

Hazardous Materials Hotline 
800-467-4922

State Agencies & Departments

Federal Agencies

Driver Record Subscription Service 
Provides companies with driving records of 
employees on an annual basis or more frequently  
if there are violations posted to the record.

To order driver motor vehicle reports:
Michigan Department of State
7604 Crowner Drive, Lansing, MI  48918-0002
517-322-6281 or 517-322-1544  
commercialservices@michigan.gov
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Telephone Numbers

Ontario Ministry of 
Transportation
Driver Vehicle Licensing
416-235-2999

Canadian Council of Motor 
Transport Administrators
613-736-1003

Canadian Border Crossing
C.B.P.
1-204-983-3500 
1-506-636-5064

Canadian Information

Michigan Trucking Association
Membership, insurance, books, 
forms and Federal & State Safety 
Regulations Manuals
517-321-1951

American Trucking 
Associations
703-838-1700

Trade Associations

MTA Center for Truck Safety
Lansing - Lower Peninsula Region
800-682-4682

Escanaba - Upper Peninsula Region
800-4697364

Education and Training 

County Road Association of Michigan
517-482-1189

Michigan Counties

Ambassador Bridge
586-467-0117
313-363-2872

Detroit & Windsor 
Tunnel 
313-567-4422

US Customs and 
Border Protection
877-227-5511
202-325-8000 
(outside U.S)

International 
Crossings 202-325-
8000  
International Bridge
906-635-5255

Blue Water Bridge
810-984-3131

Mackinac Bridge
906-643-7600

Bridge & Border Crossing Information
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Telephone Numbers

USEFUL WEB SITES

Useful Email Addresses for the State of Michigan 
MSP/CVED Units

•	 AAA Foundation for Traffic Safety
	 www.aaafoundation.org

•	 American Trucking Associations
	 www.truckline.com

•	 Commercial Vehicle Safety Alliance
	 www.cvsa.org

•	 County Road Association of Michigan
	 www.micountyroads.org

•	 MTA Center for Truck Safety
	 www.truckingsafety.org

•	 Michigan Trucking Association
	 www.mitrucking.org

•	 INSPECT/DVER Reports
	 Mail in or Email to: MSP-CVEDdata@michigan.gov

•	 MEDICAL Waivers 
	 Email to: MSP-CVEDmedwaiver@michigan.gov

•	 CVED Recruiting 
	 Email to: MSPCVEDrecruiting@michigan.gov

Safety Organizations

•	� Michigan Department of State Police 
and Commerical Vehicle 
Enforcement Division

	 www.michigan.gov/msp

•	� Michigan Department of State 
	� (Secretary of State)
	 www.michigan.gov/sos

•	 Michigan Department of  
	 Transportation
	 www.michigan.gov/mdot
	 Find links for:

		  • Truckers
		  • Permits
		  • Maps
		  • �Road Construction Maps
		  • MI Drive (Michigan Road 		

	   Conditions) 

•	 Michigan Department of Treasury
	 www.michigan.gov/treasury

•	 Michigan Department of Licensing 
and Regulatory Affairs

	 www.michigan.gov/lara

•	 Michigan Department of 
Environmental Quality  
(Hazardous waste information and 
permitting)

	 www.michigan.gov/deq

•	 Michigan Public Service Commission
	 www.michigan.gov/mpsc

•	 Office of Highway Safety Planning
	 www.michigan.gov/ohsp

State Government
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Federal Motor Carrier Safety 
Administration
www.fmcsa.dot.gov 
 
FMCSA Clearing House
https://clearinghouse.fmcsa.dot.gov/

FMCSA’s Safety and Fitness Electronic 
Record (SAFER) System
www.safer.fmcsa.dot.gov

USDOT Number Registration/Updates 
www.safer.fmcsa.dot.gov

FMCSA – CSA
https://csa.fmcsa.dot.gov
https://motus.dot.gov

Transportation Worker Identification 
Credential (TWIC)
www.tsa.gov/for-industry/twic

National Highway Traffic Safety 
Administration
www.nhtsa.gov

Office of Drug and Alcohol Policy and 
Compliance
www.transportation.gov/odapc

U.S. Customs and Border Protection
www.cbp.gov

U.S. Department of Transportation 
(U.S. DOT)
www.transportation.gov

U.S. DOT’s Pipeline & Security 
(Hazmat) www.phmsa.dot.gov/
regulations-and-compliance

Hazardous Materials Background 
Check Fingerprinting Locations
https://universalenroll.dhs.gov/programs/
hme

U.S. Government Publishing Office
www.gpo.gov

Certified Medical Examiners
www.fmcsa.dot.gov/regulations/national-
registry/national-registry-certified-
medical-examiners

Unified Carrier Registration
www.ucr.gov

USEFUL WEB SITES
Federal Government

•	 Canadian Council of Motor Transport Administrators (CCMTA) 
	 www.ccmta.ca
•	 Ontario Ministry of Transportation
	 www.mto.gov.on.ca
•	 Free and Secure Trade Program (FAST)
	 www.cbp.gov/travel/trusted-traveler-programs/fast

Canadian Offices

Se
ct

io
n 

IV



59

USEFUL WEB SITES

Sectio
n IV

Michigan State Police 
Commercial Vehicle Enforcement Division

Contact Directory

HEADQUARTERS
7150 Harris Drive, P.O. Box 30634 Lansing, Michigan 48913-0635

Phone: 517-284-3250  Fax: 517-284-8127

	 NAME	 TITLE/SECTION	 E-MAIL

	 Capt. Kenyonn Whitfield	 Commander, CVED	 whitfieldk@michigan.gov

	 MC Insp. Chris Keller	 Assistant Commander, CVED	 kellerc1@michigan.gov

	 MC Insp. Brad Cushman	 Assistant Commander, CVED	 cushmanb@michigan.gov

	 Ms. Ashley Stone	 Executive Assistant	 whitfieldk@michigan.gov

	 MC Lt. David Haynes	 Commander, State Support Section	 haynesd1@michigan.gov

	 MC Lt. Steve Pascoe	 Commander, Special Programs Section	 pascoes@michigan.gov

	 Ms. Jessica Kines	 Regulatory and Credentialing Section	 kinesj@michigan.gov

	 SECTION	 PHONE NUMBER and/or WEBSITE

	 General Information	 517-284-3250

	 Hazaradous Materials Unit	 734-780-6534

	 Safety Compliance Unit	 517-284-8123

	 Regulatory and Credentialing Section	 517-284-8111

	 Recuiting and Selection Unit	 517-284-3247

	 School Bus Unit	 734-780-6534

	 Medical Waiver Unit	 517-284-3243

	 Inspection & Crash Challenger	 dataqs.fmcsa.dot.gov

	 Carriers and the public may also contact the  
	 Michigan Center for Truck Safety for Comercial 	 1-800-682-4682 or 
	 Vehicle related questions and assistance 	 www.truckingsafety.org
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Field Command Contact

	 DISTRICT	 COUNTIES	 WEIGH STATIONS

First District

MC Lt. Marcus Studer
989-818-2271

MC Lt. Rich Roberts
734-707-5158

Second District

MC Lt. Edward Bohner
248-331-6186

Third District

MC Lt. Doug Szczepanski
989-385-0412

Fifth District

MC Lt. Nicholas Asmus
269-832-1421

Sixth District

MC Lt. Jason Zylstra
517-420-1843

Seventh District

MC Lt. Zachary Hamilton
248-508-6374

Eighth District

MC Lt. Chad Larsen
906-250-7064

Fowlerville, EB/WB I-96

Grass Lake, EB/WB I-94

Monroe, NB/SB I-75

Pontiac, SB I-75

NONE

Coldwater, NB I-69

New Buffalo, EB/WB I-94

Ionia, EB/WB I-96

NONE

Powers, US-2/US-41

Mackinac Bridge NB/SB I-75

Clinton, Eaton, Ingham, Jackson, 
Livingston, Washtenaw,  Hillsdale, 
Monroe

Oakland, Macomb, Wayne, Lenawee

Ogemaw, Iosco, Gladwin, Arenac, 
Midland, Bay, Saginaw, Huron, Tuscola, 
Sanilac, Shiawassee, Genesee, Lapeer, 
St. Clair

Allegan, Barry, Van Buren, Kalamazoo, 
Calhoun, Berrien, Cass, St. Joseph, 
Branch

Mason, Lake Osceola, Clare, Oceana, 
Newaygo, Mecosta, Isabella, Muskegon, 
Montcalm, Gratiot, Ottawa, Kent, Ionia

Manistee, Wexford, Missaukee, 
Roscommon, Benzie, Grand Traverse, 
Kalkaska, Crawford, Oscoda, 
alcona, Leelanau, Antrim, Otsego, 
Montmorency, Alpena, Charlevoix, 
Emmet, Cheboygan, Presque Isle

Menominee, Dickinson, Delta, Gogebic, 
Iron, Mackinac, Ontonagon, Houghton, 
Keweenaw, Baraga, Marquette, Alger, 
Schoolcraft, Luce, Cheppewa
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For the purpose of this Act, a commercial motor vehicle:
• �A vehicle or combination of vehicles with an actual gross vehicle weight or a gross vehicle 

weight rating (GVWR) over 10,000 lbs. or
• �A vehicle designed or used to transport more than 8 passengers (including the driver) for 

compensation; or
• �A vehicle designed or used to transport more than 15 passengers (including the driver) and is 

not used to transport passengers for compensation; or
• �A vehicle of any size that is transporting hazardous materials in a quantity that requires 

placarding.

This Act only applies to commercial transportation, farmers, landscapers, and anyone transporting 
freight in the furtherance of a business are all examples of commercial transportation if it is 
somehow related to a business or commercial enterprise. 

Also, this definition differs from that of a commercial drivers license (CDL). Vehicles not required to 
have a CDL still have to comply with this Act.

Public Act 231 of 2012 amended the Motor Carrier Safety Act to exempt certain commercial motor 
vehicles from parts of the Act.

480.11a(3) Except as otherwise provided in this subsection, subsection (1)(b) and sections 5(8) 
and 6(1) do not apply to a vehicle that is not a commercial motor vehicle as defined in 49 CFR 
383.5 and that is operated in intrastate commerce as defined in 49 CFR 390.5. A vehicle to which 
subsection (1)(b) does not apply under this subsection remains subject to 49 CFR parts 391 through 
393.

A non-CDL vehicle operated in intrastate commerce only (within Michigan) is exempt from  
all of the motor carrier safety regulations except parts 391 Qualification of Drivers,  
392 Driving of Commercial Motor Vehicles, and 393 Parts and Accessories Necessary for  
Safe Operation.

A medium duty commercial vehicle (non-CDL vehicle) is NOT:
• �Required to obtain or display a USDOT number
• �Required to have proof of annual inspection for any vehicle or
• �Subject to hours of service regulations.

A medium duty commercial vehicle (non-CDL vehicle) is:
• �Required to meet the equipment and cargo securement requirements of part 393;
• �Subject to driver qualifications in part 391 including possessing a valid medical certificate, and
• �Subject to the rules related to driving commercial vehicles in part 392, such as pre-trip 

inspections, possession/use of drugs and alcohol, texting/cell phone use and ill or fatigued 
driver.

Website: www.legislature.mi.gov for more info. 

MICHIGAN MOTOR CARRIER SAFETY ACT 181 OF 1963
(OVERVIEW)
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Commercial Motor Vehicles
26,000 lbs or less not requiring a CDL

	 • Part 391 – Driver Qualifications

	 • Part 392 – Driving of Commercial Motor Vehicles

	 • Part 393 – Parts and Accessories Necessary for Safe Operations

Commercial Motor Vehicles Over 26,000 lbs requiring a CDL
	 •	 Part 382 – Controlled Substances and 

Alcohol Use and Testing (CDL Drivers)

	 •	 Part 383 – CDL

	 •	 Part 387 – Financial Responsibility

	 •	 Part 390 – Applicability

	 •	 Part 391 – Driver Qualifications

	 •	 Part 392 – Driving of Commercial Motor 
Vehicles

	 •	 Part 393 – Parts and Accessories

	 •	 Part 395 – Hours of Service

	 •	 Part 396 – Inspection, Repair and 
Maintenance

• 	 Part 382 – Controlled Substances and 
Alcohol Use and Testing (CDL Drivers)

• 	 Part 383 – CDL

• 	 Part 387 – Financial Responsibility

• 	 Part 390 – Applicability

• 	 Part 391 – Driver Qualifications

• 	 Part 392 – Driving of Commercial Motor 
Vehicles

• 	 Part 393 – Parts and Accessories

• 	 Part 395 – Hours of Service

• 	 Part 396 – Inspection, Repair and 
Maintenance

APPLICABILITY OF FMCSR INTRASTATE
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•	 Has a gross vehicle weight rating or gross combination weight rating, or gross vehicle 
weight or gross combination weight of 4,536 kg (10,001 pounds) or more, whichever is 
greater; or

•	 Is designed or used to transport more than 8 passengers, including the driver, for 
compensation; or

•	 Is designed or used to transport more than 15 passengers, including the driver, and is not 
used to transport passengers for compensation; or

•	 Is used in transporting material found by the Secretary of Transportation to be hazardous 
under 49 U.S.C. 5103 and transported in a quantity requiring placarding.

APPLICABILITY OF FMCSR INTERSTATE
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The MTA Center for Truck Safety is dedicated to improving highway safety on Michigan’s 
roadways, through comprehensive safety educational programs for Michigan’s trucking 
industry.  These services and programs are directed by the Michigan Truck Safety Commission 
(MTSC) and funded to Michigan Trucking Association (MTA) Education Center Inc.

With a focus on state and federal trucking regulations, the Center provides education, 
training, and services in a variety of formats for both truck drivers and management 
personnel.  The safety educational programs offered by the Center are available (NO COST) 
and conducted by a staff of skilled safety professionals.  

In addition to the industry programs and services, the Center serves as a resource for 
Michigan's motoring public on sharing the road safely with trucks and general highway safety.

EDUCATION AND TRAINING INFORMATION
MCTS program topics include, but are not limited to:

Professional Driver Coaching/Driver Performance Measurement 
Do your drivers increase or decrease the likelihood of collisions?  If you are not sure, personal 
coaching can help.  Drivers receive one-on-one attention on the road with a professional 
driving coach to enhance and encourage their skillful driving performance.  The program 
is designed to evaluate driver behaviors or responses compared to a standardized list of 
observable behaviors specific to location and traffic situation. 

National Safety Council Defensive Driving Course for Professional  
Truck Drivers
The Defensive Driving Course developed and certified by the National Safety Council to teach 
and encourage defensive driving strategies to professional truck drivers.  This free, four-hour* 
session may be scheduled and conducted at your office to provide you flexibility in meeting 
your safety needs. (Minimum of 10 participants required)

•	 Qualification of Drivers (FMCSR 391)
•	 Hours of Service (FMCSR 395)
•	 �Vehicle Inspection and Maintenance 

(FMCSR 396)
•	 Driver Performance Enhancement 
•	 Fatigue Management
•	 Regulations Hot Line
•	 Company Safety Reviews
•	 Cargo Securement Training
•	 Compliance Seminars
•	 On-site Management Training 

•	 Driver Safety Meetings
•	 Industry and Community Guest Speaking
•	 National Safety Council; 
•	 �Defensive Driving Course for Professional 

Truck Drivers
•	 Mobile Truck Driver Simulator Project
•	 Professional Driver Coaching

About Us

Sectio
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Mobile Truck Simulator Program 
The Center’s Mobile Truck Simulator offers training to commercial drivers ranging 
from very specific collision avoidance techniques all the way to basic hazard 
perception methods.  The simulators offer a controlled, risk-free environment in 
which virtually any scenario can be recreated and practiced.

Fatigue Management - Online Program 
The MTA Center for Truck Safety provides an online interactive fatigue program that 
lays out the complexities of driver fatigue and provides countermeasures to use in 
combating and overcoming fatigue.  When commercial drivers are fatigued, they are 
at a substantially higher risk of crashes resulting in death or serious injury.  Fatigue 
may result from; inadequate rest, sleep loss, and/or disrupted sleep, from stress, 
excessive physical activity, and excessive mental and/or cognitive work.

Completing the online program will: 

•	 �Establish awareness of the affects of fatigue on the driver’s ability to operate a 
commercial vehicle safely

•	 Establish awareness of the most important factors that contribute to fatigue
•	 Establish awareness of the most common myths about fatigue effects
•	 Apply knowledge of fatigue prevention and how to manage it

New Motor Carrier Compliance Assistance
The MTA Center for Truck Safety (MCTS) has training and education available to assist “New 
Entrants” in meeting the auditing requirement.  Failure of the new entrant to meet basic 
requirements, outlined in the Federal Motor Carrier Safety Regulations, can result in notice 
to a new entrant that its new entrant registration will be revoked.

Department of Transportation (DOT) Rules
If you wish to schedule/host training on the DOT rules as they apply in Michigan, please 
contact us for available programs and dates.  If you can provide a minimum of 10 
participants, we can provide safety training for your organization or group.

Companies, Business Groups and/or Organizations, and Drivers are encouraged to utilize 
the services available. Michigan intrastate motor carriers are, likewise, encouraged to take 
advantage of these FREE programs and services.

EDUCATION AND TRAINING INFORMATION

If you are interested in learning more about the MTA Center for Truck 
Safety programs and services or to schedule a seminar, workshop or on-site 
training with our staff please contact one of our offices.  The Center’s staff 

are also available as a guest speaker for your events, business meetings and 
community organizations. 

Lansing 800-682-4682 
Upper Peninsula at 800-469-7364
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MTA Education Center Inc’s projects and services are funded in part by the  
State of Michigan’s Truck Safety Fund.

MTA Center for Truck Safety Lansing

1131 Centennial Way, Suite 2
Lansing, MI 48917

Toll Free: 800-682-4682
Phone: 517-321-1955
Fax: 517-321-0864

info@truckingsafety.org

Upper Peninsula Region

1401 North 26th Street, Suite 209
Escanaba, MI 49829

Toll Free: 800-469-7364
Phone: 906-217-2003

Fax: 906-217-2004
upinfo@truckingsafety.org

Michigan Trucking Association
www.mitrucking.org

Our staff welcome phone calls, emails, and walk-ins for your convenience.

★
Lansing

★
Escanaba
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DATE	 DRIVER NOTES



MICHIGAN TRUCKING ASSOCIATION SKID PAD
800-MTA-4-MTA 

MICHIGAN TRUCKING ASSOCIATION

MTA STRAIT AHEAD MAGAZINE



MTA Center for Truck Safety Lansing
1131 Centennial Way, Suite 2

Lansing, MI 48917
Toll Free: 800-682-4682

Phone: 517-321-1955
Fax: 517-321-0864

info@truckingsafety.org

Upper Peninsula Region
1401 North 26th Street, Suite 209

Escanaba, MI 49829
Toll Free: 800-469-7364

Phone: 906-217-2003
Fax: 906-217-2004

upinfo@truckingsafety.org

www.mitrucking.org

The Truck Driver’s Guidebook contains general rules and regulations that govern 

Michigan’s motor carrier industry — it is not intended to be a legal document.

Please consult FMCSA Title 49 Code of Federal Regulations (CFR) or call  

800-682-4682 to ensure accuracy and applicability.

MICHIGAN TRUCKING ASSOCIATION


